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Date:

Project Name:

Sku #:

Eloise™ Pendant
Pendant Mount

APPLICATIONS

Residential, Commercial, Multifamily Complex

FEATURES

Construction
- Steel

Electrical & Technical

- Input Voltage: 120V

- Input Frequency: 60Hz

- CCT: Determined by bulb

- E26 Medium Base [A19 Bulb]
- Max Wattage Per Base is 60W
[Bulb not provided]

- Dry Location Rated

Controls

- No Dimming

Lumen Output
* Determined by bulb placed in base

Finish
- Rubbed Qil Bronze
- Antique Brass

Optical
- No Shade

Installation/Mounting
- Pendant Mount

Compliance

- JA8 TITLE 24 Compliant
[With qualified bulbs]

- Energy Star
[With qualified bulbs]

Warranty

-5 Year Warranty

See warranty documentation
for more information.

isreo! TITLE 24

Intertek ENERGY STAR T

EXAMPLE: ELO-PM-1A19-0809-BK

’ ORDERING INFORMATION

ELO-PM ‘ ‘ ‘
Series Quantity/Bulb Type Size Finish
ELO-PM ‘ 1A19 -1 Light/A19 Bulb ‘ 0809-W: 8.5" x H: 9" ‘ BK - Black
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